
















We’d love to see your work! Snap a few pics with your phone and send them to pictures@viewrail.com. Thanks for choosing Viewrail. Enjoy your new installation!

Congratulations! You’re done. 
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•  Once the Turnbuckles are tightened, remove any tape 
and slide each Cover up to the Turnbuckle

•  Thread this onto the remaining exposed threads of the 
Turnbuckles for a tight seam

•  Tighten each side in the represented sequence 

•  You can tighten one side and then the other until snug

•  Once both ends are attached, use the DriveTite Wrench 
to tighten the Turnbuckles’ hex heads

•  As the Turnbuckles tighten into the Receivers, because 
of the opposite threading, they will also pull in/tighten 
their corresponding Threaded Crimp Fittings 

•  Refer to Step 15 for the correct tightening pattern
Note

To help prevent the cable from spinning, you will need to use 
rubber sleeve and pliers to hold the cable so the turnbuckle 
pulls in the threaded crimp and itself rather than spinning the 
cable. If you are finding that is not working, then you can use 
Threadlocker Blue to help prevent them from spinning.

•  Repeat steps 10-12 for each cable on the other side               
of the run 

•  Since one end is already fastened, if the cut length 
is slightly too long, tighten the threaded crimp fitting                  
or turnbuckles marginally until the set screw fits

•  If the cut length is too short, loosen the threaded crimp 
fittings slightly until the set screw fits
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Angle Cable DriveTite Installation Steps (Continued)


